NB Barebone - 17.3"(HD+), HM86, ODD, VGA4600, CAM, WIFI,
BT, CR, USB3, HDMI, 6CEL, IT KB - NO CPU, HDD & RAM

“nformazioni:

Codice: ITW670SZQ

EAN: 8032539912433
Q.Ta Box: 1 pcs

Garanzia: 24 mesi (lim)

Visita:
http://www.itek.it/
http://www.itek.it/prodotti-itek-97

http://www.itek.it/rassegna-stampa-179
http://www.itek.it/dovecomprare-53

intel.

HuoITil

HIGH-DEFINITION MULTIMEDIA INTERFACE

Nella realizzazione di questo notebook barebone, iTek si affida a una tra le pit importanti, se non
la piu importante, fabbrica al mondo di portatili. Questo garantisce eccellente qualita dei
materiali utilizzati e grande affidabilita nell’'uso quotidiano e nel lungo periodo. Il punto vincente
di questi barebone notebook € la possibilita di personalizzarli a proprio piacere in base alle
singole esigenze dell’'utente. Nella fattispecie, il modello ITW670SZQ, viene fornito con un display
HD+ da 17.3”7, adatto ad eccezionali esperienze visive, multimediali e non. E’ basato su
tecnologia , Intel® Core™ Haswell, di 4° generazione. Leleganza con cui si presenta € sotto ai
vostri occhi.
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Processor support:
* Intel® Core™ i7-4900MQ (22nm, 2.80GHz, DDR3L-1600MHz, 8MB L3 cache, TDP: 47W)
* Intel® Core™ i7-4800MQ (22nm, 2.70GHz, DDR3L-1600MHz, 6MB L3 cache, TDP: 47W)
* Intel® Core™ i7-4700MQ (22nm, 2.40GHz, DDR3L-1600MHz, 6MB L3 cache, TDP: 47W)
* Intel® Core™ i7-4600M (22nm, 2.90GHz, DDR3L-1600MHz, 4MB L3 cache, TDP: 37TW

¢ Intel® Core™ i5-4330M (22nm, 2.80GHz, DDR3L-1600MHz, 3MB L3 cache, TDP: 37W
¢ Intel® Core™ i5-4300M (22nm, 2.60GHz, DDR3L-1600MHz, 3MB L3 cache, TDP: 37W

)
)
)
¢ Intel® Core™ i5-4200M (22nm, 2.50GHz, DDR3L-1600MHz, 3MB L3 cache, TDP: 37W)
)
)

P

¢ Intel® Core™ i3-4100M (22nm, 2.50GHz, DDR3L-1600MHz, 3MB L3 cache, TDP: 37W
¢ Intel® Core™ i3-4000M (22nm, 2.40GHz, DDR3L-1600MHz, 3MB L3 cache, TDP: 37W
Core Logic * Mobile Intel® HM86 Express Chipset
Display ° 17.37 (43.94cm) HD+ (1600x900) 16:9 panel, 6.0mm
Memory * Dual channel DDR3L
e Two 204 pins SODIMM sockets, support DDR3L 1600MHz
e Expandable memory up to 16GB, depends on 2GB/4GB/8GB SODIMM module
Video Controller ¢ |ntel® HD Graphics 4600
- Dynamic frequency
- Intel Dynamic Video Memory Technology up to 1.7GB
- Microsoft DirectX® 11 compatible
Storage e SATA 8X DVD Super Multi
* One changeable 2.5” 9.5mm / 7.0mm(H) HDD, SATA interface
MSATA SSD, SATA interface
Audio * High Definition Audio
e Built in microphone
e Built in two speakers
Keyboard and Pointing Device e Tastiera con layout Italiano
 Built in touch pad with multi-gesture and scrolling function

1 x USB 2.0 port
2 x USB 3.0 ports
1 x eSATA port / USB 3.0 combo port
e 1 x external VGA port
1 x HDMITM output port (with HDCP)
* 1 x Headphone jack
* 1 x Microphone jack
* 1 x RJ-45 LAN port
e 1 x DC-in jack
Card Reader < 9-in-1 Card reader
- MMC / RSMMC
-SD / mini SD / SDHC / SDXC
-MS / MS Pro / MS Duo
Slot * Two Mini Card slots
- 1st for WLAN Combo Half size Mini Card with PCle and USB interface
- 2nd for mSATA SSD Full size Mini Card with SATA interface

I/0 ports



“Scheda Tecnica:

Communication * Builtin 10/100/1000Mb Base-TX Ethernet LAN
* Wireless LAN 802.11 B/G/N + Bluetooth v4.0+Half Mini Card module
e 2.0M HD web cam
Power Supply ¢ Full Range AC adapter, AC in 100~240V, 50~60Hz, DC output 19V, 4.74A, 90W
* Removable 6 cells Smart Lithium-lon battery pack, 62.16WH
* Battery life : 380 minutes (UMA mode with 62.16WH battery)
Security * Kensington® Lock
Other design < IMR
Intel® Rapid Start Technology
Intel® Anti-Theft Technology
0.S. Support * Windows® 8
Windows®8.1 (64-bit, 22nm CPU only)
Dimension e 413(W)x 272.8(D) x 36.4(H)mm
Weight * 3.1kg including ODD and 62.16WH Battery




